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The demonstration of an optical fiber based probe for efficiently exciting the waveguide modes of
high-index contrast planar photonic crystal sPCd slabs is presented. Fiber taper waveguides formed
from standard silica single-mode optical fibers are used to evanescently couple light into the guided
modes of a patterned silicon membrane. A coupling efficiency of ,95% is obtained between the
fiber taper and a PC waveguide mode suitably designed for integration with a previously studied
ultrasmall mode volume high-Q PC resonant cavity [Srinivasan et al., Appl. Phys. Lett. 83, 1915
(2003)]. The micron-scale lateral extent and dispersion of the fiber taper is used as a near-field
spatial and spectral probe to study the profile and dispersion of PC waveguide modes. © 2004
American Institute of Physics. [DOI: 10.1063/1.1767954]
While several initial applications of planar photonic
crystals sPCsd2 have been demonstrated, such as extremely
small lasers1 and micro-optical add-drop filters,3 a significant
barrier to further development of useful PC devices has been
the difficulty in coupling light into and out of the PC. The
small mode profiles, a result of the high refractive index of
semiconductor materials from which high-index contrast PCs
are typically created, and the complex optical phase within
periodic structures make it difficult to use conventional cou-
pling methods from optical fibers or free-space beams.4 In
this letter, we demonstrate that by using the dispersive prop-
erties inherent to planar PCs, one may evanescently couple
light in an efficient manner from silica optical fiber tapers,
into a high-index contrast planar PC waveguide.7–9 Efficient
contradirectional coupling is obtained to a photonic crystal
waveguide sPCWGd mode designed for integration with a
recently demonstrated high-Q PC cavity,1 and by utilizing
the micron-scale lateral size and dispersion of the fiber taper
this coupling technique is shown to be useful for mapping
the band structure and spatial profile of PCWG modes.
The optical coupling scheme used in this work is shown
schematically in Figs. 1(a) and 1(b). An optical fiber taper,
formed by heating and stretching a standard single-mode
silica fiber, is placed above and parallel to a PCWG. The
fiber diameter changes continuously along the length of the
fiber taper, reaching a minimum diameter on the order of the
wavelength of light. Light that is initially launched into the
core-guided fundamental mode of the optical fiber is adia-
batically converted in the taper region of the fiber into the
fundamental air-guided mode, allowing the evanescent tail of
the optical field to interact with the PCWG; coupling occurs
to phase-matched PCWG modes which share a similar mo-
mentum component down the waveguide at the frequency of
interest. In order to probe the planar PC chip, the fiber taper
is mounted in a “u”-shaped configuration such that it forms
an ,10 mm straight segment at its midsection [Fig. 1(a)].
The mounted fiber taper is then placed on a vertical axis
stage driven by a dc motor with 50 nm encoder resolution,
allowing the taper to be accurately positioned at varying
heights above individual PCWG devices [Figs. 1(b) and
1(c)]. The overall insertion loss in the mounted fiber tapers
used here was less than 10%, and more controlled formation
of fiber tapers has shown that insertion loss of ,0.1 dB is
possible.10
The PCWGs used in this work were fabricated from a
silicon-on-isulator (SOI) wafer. The air holes were patterned
in the 340 nm thick silicon sSid layer using standard
electron-beam lithography and dry etching techniques, after
which the suspended membrane structure was created by se-
lectively removing the 2 mm thick underlying silicon dioxide
layer using a hydorfluoric acid wet etch. An additional iso-
lation etch, a few microns in depth, was performed to re-
move material surrounding the linear array of PCWGs [Fig.
1(c)]. Along with the curvature of the fiber taper loop, this
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FIG. 1. (a) Schematic of the taper probe mount and (b) the coupling scheme.
(c) Scanning electron microscope (SEM) images showing a fabricated
PCWG with a fiber taper positioned at its center. Magnetic field profiles of
the (d) TE-1 and (e) TE-2 PCWG modes. (f) Approximate (effective index
calculation) two-dimensional band structure of a compressed square lattice
sLx /Lz,0.8d of air holes with radius r=0.35 Lx for modes with TE-like
polarization and dominant Fourier components in the G–X szˆd direction.
Typical PCWG defect mode and fiber taper dispersion is also shown.
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ensured that the fiber taper mode would only evanescently
interact with the PCWG region.
Although the evanesent coupling scheme is not specific
to a given defect geometry or lattice, the waveguide in this
work was chosen to consist of a linear defect along the
G–X direction of a compressed square lattice (Lx=0.4 mm,
Lz=0.5 mm) formed by introducing a lateral grade in the
hole radius [Figs. 1(c)–1(e)]. The choice of grading and lat-
tice compression was motivated by previous work studying
the design and integration of waveguides and ultrasmall
mode volume, high-Q resonant cavities. This type of PC
waveguide supports a mode (the TE-1 mode described be-
low) which has a transverse overlap factor of greater than
98% with that of the high-Q resonant cavity studied in Ref.
1, and initial finite-difference time-domain sFDTDd simula-
tions of the coupled waveguide-cavity system indicate that
efficient loading of the high-Q cavity can be obtained.8 Fig-
ure 1(f) shows an approximate band structure of TE-like
(electric field predominantly in the plane of the slab) modes
of the host compressed square lattice PC slab whose domi-
nant Fourier components are in the direction of the wave-
guide, and which will consequently couple most strongly
with the fundamental fiber taper mode.8 Superimposed upon
this band structure are the important donor-type defect wave-
guide modes: (i) a defect mode with negative group velocity
which comes off of the conduction band edge (TE-1), and
(ii) a defect mode with positive group velocity which comes
off of a second order (in the vertical direction) valence band-
edge (TE-2). A typical fiber taper dispersion curve is also
shown, lying between the air and silica light lines.
In Figs. 2(a) and 2(b), three-dimensional (3D) FDTD
simulations were used to accurately calculate the PCWG
band structure in the regions where phase matching to the
fiber taper mode occurs. The FDTD-calculated in-plane mag-
netic field profiles of the TE-1 and TE-2 PCWG modes
(taken in the midplane of the dielectric slab) near their re-
spective phase-matching points are shown in Figs. 1(d) and
1(e). Although one can couple to either of the TE-1 or TE-2
modes,9 the TE-1 mode is of primary interest here because of
its fundamental nature in the vertical direction and its similar
properties to that of the high-Q cavity mode of Ref. 1.
In order to probe the band structure of the PCWG a
scanning external cavity laser with a 1565–1625 nm wave-
length range was connected to the fiber taper input. The
transmitted power through the fiber taper section and the
backreflected power into the fiber from the taper-PCWG cou-
pling section were both monitored. By varying the position
along the fiber taper of the interaction region between the
PCWG and taper (as measured by lc, the distance from the
fiber taper diameter minimum), the diameter sdd of the fiber
taper, and hence the propagation constant sbd of the fiber
taper mode interacting with the PCWG mode, could be
tuned. Tuning from just below the air light-line (d=0.6 mm,
neff=bc /v,1.05), to just above the silica light line (d
=4.0 mm and neff,1.40) was possible. Figure 2(c) shows the
taper transmission as a function of wavelength and sample
position (lc) when the taper is centered above the PCWG at a
height g,700 nm from the PCWG surface. Resonances cor-
responding to both the TE-1 counter- and TE-2 copropagat-
ing modes can be identified. SEM measurements of the taper
diameter as a function of position slcd were used to calculate
the propagation constant of each resonance, allowing the
PCWG modes’ dispersion to be plotted [Fig. 2(e)]. The mea-
sured band structure is in close agreement with the FDTD
calculated dispersion of Fig. 2(a), replicating both the nega-
tive group velocity of the TE-1 mode and the anticrossing
behavior of the odd vertical parity TE-2 and TM-1 modes.
Figures 2(d) and 2(f) show analogous data obtained by prob-
ing the sample after the Si slab thickness tg has been thinned
to better isolate the TE-1 mode in v−b space. As predicted
by the FDTD simulation [Fig. 2(b)], the TE-1 mode is seen
to shift slightly higher in frequency due to the sample thin-
ning whereas the higher-order TE-2 mode shifts more
quickly with slab thickness and is effectively “frozen” out of
the laser scan range.
The dependence of the guided wave coupling on cou-
pling strength and the overall efficiency of the coupling pro-
cess were studied by varying the gap between the fiber taper
and PCWG. Figure 3(a) shows the transmission through the
fiber taper, with the coupling region occurring at a taper di-
ameter of d=1.9 mm, for varying taper heights above the
thinned PCWG. Figure 3(b) shows the same measurement,
but with the coupling region occurring at a taper diameter of
d=1.0 mm and for a PCWG with slightly smaller nominal
hole size. In both cases, the central resonance feature occur-
ring around l=1600 nm is the coupling to the TE-1 mode of
the PCWG. In the d=1.9 mm case the minimum transmis-
sion sTmind drops below 1% at the phase matching wave-
length of 1602 nm, and recovers to close to unity off reso-
nance. The taper-PCWG gap sgd dependence of Tmin shown
in Fig. 3(c) has the hyperbolic functional form tanh2sk’Lcd
characteristic of contradirectional coupling11 for an effective
coupling strength sk’Lcd
12
which depends exponentially on
g [Fig. 3(c) inset]. The degree of ideality of this coupling
scheme shd can be estimated by subtracting the off-
resonance scattering loss (the scattering loss is expected to
be broadband) from 1−Tmin, and is plotted as a function of g
FIG. 2. 3D FDTD calculated dispersion of the TE-1 (dotted line), TE-2
(dashed line), and TM-1 (dot-dashed line) modes for the (a) unthinned stg
=340 nmd, and (b) thinned stg=300 nmd graded lattice PCWG membrane
structure snSi=3.4d. Measured transmission through the fiber taper as a func-
tion of wavelength and position along the tapered fiber for (c) unthinned
sample and (d) thinned sample (different tapers were used for the thinned
and unthinned samples, so the transmission vs lc data cannot be compared
directly). Transmission minimum (phase-matched point) for each mode in
the (e) unthinned and (f) thinned sample as a function of propagation con-
stant. In (a) and (b), the lightly shaded regions correspond to the tuning
range of the laser source used.
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in Fig. 3(c) (triangles). The maximum h occurs at a gap
height of g=250 nm and is .95% in this case. This near
unity coupling efficiency was further confirmed by studying
the back-reflected power in the fiber taper, and is reported
elsewhere.13
The coupler bandwidth was 20 nm for coupling with
small diameter taper regions sd,1.0 mmd and less than
10 nm for coupling to regions of large taper diameter sd
,1.9 mmd. This effect has two main contributions: the varia-
tion of the TE-1 PCWG mode group velocity at different
points in the band structure sungu= uc db /dvu,4–6d, and the
variation in the taper diameter and hence propagation con-
stant along the length of the 100 mm PCWG [db /dd
,s0.084,0.36dv /c mm−1 for d= s1.9 and 1.0dmm].
The micron-scale lateral extent of the fiber taper may
also be used as a near-field probe of the localized nature of
the PCWG modes. Figure 3(d) shows the coupling depen-
dence of the TE-1 PCWG mode as a function of lateral dis-
placement of the taper from the center of the PCWG sDxd.
The full width at half-maximum of 1−Tmin vs Dx (for
1.0 mm diameter taper coupling region) was measured to be
,1.84 mm, in close agreement with the value s2.08 mmd ob-
tained using a simple coupled mode theory8 incorporating
the fields of the FDTD calculated TE-1 mode and the ana-
lytically determined fiber mode. When the taper is displaced
laterally, coupling to a second resonance [see Fig. 3(a) inset]
is observed. This resonance has dispersion which is similar
to the TE-1 mode’s, but shifted ,30 nm lower in wave-
length, and corresponds to coupling to the odd (about x)
counterpart to the TE-1 mode. The coupling is a result of the
broken mirror symmetry about x for uDxu.0, and is a further
demonstration of the local nature of the taper probe.
To summarize, evanescent coupling from an optical fiber
taper to a highly confined donor-type photonic crystal wave-
guide mode has been demonstrated with ,95% efficiency
and over bandwidths as large as 1.3% of the center wave-
length. This coupling technique is not only extremely effi-
cient, but allows for the rapid optical probing of the spatial
and dispersive properties of photonic crystal devices
throughout the two-dimensional plane of a microchip. It is
envisioned that this preliminary demonstration of a wafer
scale optical probe for high-index contrast PCs will enable
further experiments employing planar PCs.
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FIG. 3. Coupling characteristics from the fundamental fiber taper mode to
the TE-1 PCWG mode of the thinned sample stg=300 nmd. Transmission vs
wavelength for a (a) 1.9 mm and (b) 1.0 mm diameter taper coupling region
for varying taper-PCWG gap, g. [(a) inset] Transmission vs wavelength for
Dx,1 mm, same axes as (a). (c) Tmin, Tmax (off-resonance), and h vs g with
a 1.9 mm diameter fiber taper coupling region. [(c) inset] Effective coupling
strength sk’Lcd vs g. (d) 1−Tmin vs lateral position sDxd of the 1.0 mm
diameter fiber taper relative to the center of the PCWGs g=100 nmd. Trans-
mission in (a)–(d) has been normalized to the transmission through the fiber
taper in absence of the PCWG.
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